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Guidelines for shipping Lithium Batteries 
 
 1. Scope             
        This document is about the new UN regulations for transportation of lithium cells 
and batteries as detailed in the Model Regulations on the Transport of Dangerous Goods 
Ref ST/SG/AC.10-1 Revision 12-2001 (UN 3090). The regulations also cover the IATA, 
ICAO, and ARD requirements. 
Transportation in the USA is subject to CFR49, which does not yet include the new UN 
regulations. The change to the new UN regulations in the USA is expected on the third 
quarter of 2003. Therefore, shippers in the USA can stay now with the current 
transportation regulations, except when transporting out of the USA. In this case, 
shippers have to comply with the new UN regulations. 
         The following guidelines impart an immediate, basic working knowledge for 
shipping Tadiran Lithium Batteries and Cells safely and legally. This information should 
be viewed only as a guide to existing regulations and not a regulation in and of itself. 
  
 2. Shipping Methods 
           The shipping method is determined by the amount of lithium in a cell or a battery. 
The shipping regulations define two groups. 
- Non-Restricted 
- Class 9  

          2.1 Non-Restricted 
          UN 3090 defined as non-restricted, all cells that have less than one gram of lithium 
and all batteries that have less then two grams of lithium. Provided that each cell and 
each battery passed successfully the tests per UN specification; (Recommendation on the 
Transport of Dangerous Goods, Manual of Test and Criteria, paragraph 38.3).  
          A list of Tadiran products with the amount of lithium in each product is presented 
in Appendix # 1. 
Shipping of non-restricted articles requires the cells and the batteries to be separated in 
such a way to prevent short circuit, and they must be packed in strong packaging, except 
when installed in equipment. 
Except when installed in equipment, or for packages that contain more than 24 lithium 
cells or 12 lithium batteries they should comply with the following addition requirements:            
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              2.1.1 Each package must be marked indicating that it contains lithium batteries 
and that special procedures should be followed in the event that the package is damaged. 
See Appendix # 2. 
              2.1.2 Each shipment must be accompanied with a document indicating that the 
packages contain lithium batteries and that special procedures should be followed in the 
event a package is damaged. See Appendix # 3 
             2.1.3 Each package is capable of withstanding a 1.2 meter drop test in any 
orientation without damage to cells or batteries contained therein, without shifting of the 
contents so as to allow battery to battery (cell to cell) contact and without release of 
contents.  
             2.1.6 Except in the case of lithium batteries packed in equipment, packages may 
not exceed 30Kg gross mass in all transportation modes air, sea and ground. 
        
         2.2 Class 9  
         Class 9 (Restricted), are all cells that have more than one gram of lithium and all 
batteries that have more then two grams of lithium, provided that each cell and each 
battery passed successfully the tests per UN specification: (Recommendation on the 
Transport of Dangerous Goods, Manual of Test and Criteria, paragraph 38.3).  
         A list of Tadiran products with the amount of lithium in each product is presented in 
Appendix # 1. 
Following are the requirements for shipping of Class 9 articles. 
             2.2.1 The maximum gross weight per a single package that carry Class 9 
(Restricted) articles is detailed below.  
      

 
 
 
•  

 
       
    
            2.2.2 The completion of RESTRICTED ARTICALES CERTIFICATION from 
(Shippers Declaration for Dangerous Goods Form) in according with detailed instructions 
of 8.1.A IATA manual. This document must be carefully typewritten with no mistake, 
abbreviation or corrections, and can only be signed by legally certified person. 
             2.2.3 Enclosing an International Airway Bill. 
             2.2.4 Enclosing three copies of commercial invoice. 

Modes of Transportation Gross Weight in Kg 
Passenger Airplane 5 

Cargo Airplane 35 
Sea Over 35 

Ground Over 35 
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             2.2.5 Proper packaging: The outer packaging must be Group II package such as 
fiberboard box (specified number is 4G) with proper UN specs marks on the carton 
(sturdy shipping cartons meeting UN Performance specification testing). 
             2.2.6 Labels:  
                    -  Class 9 label 
                    -  “Cargo Aircraft Only” label when shipped by cargo aircraft. 
                    -   Label stating company name, address 
                    -   The following statement, must appear on the carton: 

 
 
                                                 Lithium Batteries 
                                                 UN NBR 3090 CLASS 9 
                                                  Pkg. Inst. 903 II 
                                                  S.T.C       
                                                 Gross weight in ------------Kg 
                                                  PACK NO.--------OF----------                                                           
 
 
Note: For shipment to USA/CANADA a 24hour phone number available to call in event 
of an emergency, must be included in the shipping documents. 
 
 4. Over pack 
            Over pack: An enclosure used to provide protection or convenience in handling of 
a package or to consolidate two or more packages. The package being over packed must 
be eligible to be transported by itself, and properly prepared for shipment with proper 
marking and labeling. The marking and labeling on each of the packages being over 
packed must be reproduced on the outside of the over pack unless visible from outside of 
the over pack. 
             Package: The end result of the packaging process, which includes all the 
hazardous content, and all of the packaging properly closed and prepared for proper 
marking and labeling.                                                                                                                                               
 
 5. Training 
USA employees involved in packaging or shipment of Class 9 batteries must complete a 
CFR 49 certified hazardous material shipping training course. The certification should be 
renewed every three years. In face of the new revision, it is strongly recommended that 
the employees also complete the IATA training course  
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 6. Violations of shipping regulation rules 
 
               Violation of the US DOT HMR (Hazardous Material Regulation) is subject to a 
fine of up to$27,500. Multiple fines may be imposed for a single shipment for each type 
of violation (e.g., packaging, testing, labeling etc.) 
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Appendix # 1, Quantity of lithium metal in Tadiran cells and Batteries 

 
NON RESTRICTED 

GENERIC P/N 

CLASS 9 

GENERIC P/N 

MAXIMUM NET WEIGHT OF 

LITHIUM (gr.) 

SIZE 

TL-2100   0.55 AA 
TL-2134   0.3 1/10 D 
TL-2135   0.5 1/6 D 
TL-2150   0.3 1/2AA 
TL-2155   0.4 2/3AA 
TL-2186   0.13 BEL 
 TL2200  2.5 C 
 TL2300  5.0 D 
TL-4908   0.5 0.9AA 
TL-4902   0.35 1/2AA 
TL-4903   0.7 AA 
TL-4934   0.3 1/10D 
TL-4955   0.5 2/3AA 
 TL4920    
 TL4930    
TL-5101   0.3 1/2AA 
TL-5104   0.55 AA 
TL-5134   0.3 1/10 D 
TL-5135   0.5 1/6 D 
TL-5151   0.25 1/2AA 
TL-5155   0.4 2/3AA 
TL-5186   0.13 BEL 
TL-5242   0.55 1xAA 
TL-5276   0.3 1x 1/2AA 
TL-5293 
TL-5315 

  1.1 2xAA 

TL-5902   0.35 1/2AA 
TL-5903   0.7 AA 
 TL5920,4920  2.5 C 
TL-5955   0.5 2/3AA 
 TL-5137  11 DD 
 TL5930,4930  5.0 D 
 TL5937  11 DD 
 TL-5940  5.5 D 
 TL6526  1.5 C-HT 
 TL-6537  7.3 DD-HT 
HLC1520 (3.7v)   0.02 1/2AA 
HLC1520 (3.9V)   0.04 1/2AA 
HLC1550 (3.7V)   0.07 AA 
HLC1550 (3.9V)   0.13 AA 
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Appendix# 2, label for package with non-restricted cells or batteries 
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Appendix # 3, example of shipping document for non-hazardous cargo            
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Appendix # 4, shipper declaration for Dangerous Goods, (Class 9) 
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 Appendix # 5 label for package with Class 9 (restricted) cells or batteries 

 

                                                   
 
Note: The above label will be used when goods have to be shipped with Cargo Airplanes only.                
                                        
 
 
 
 
 
 
 
 
 
 
 
 
      
 
 

                                  Lithium Batteries 
                                        UN NBR 3090 CLASS 9 
                                       Pkg. Inst. 903 II 
                                        S.T.C       
                                       Gross weight in ------------Kg 
                                       PACK NO.--------OF----------                                                                     
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